
 
 
 
 
  PROWHITE® BURSTING STRENGTH TESTERS 

                                                 MODEL: K012 



PROWHITE® BURSTING STRENGTH TESTERS for Tex�les are used as a 
 

 
 
Fully pneumatic instrument for intelligent bursting strength testing suitable 
for textile, non-oven, paper, board and plastic industries. 
 
 
Stay up to date 

All PROHITE devices have 3.5`` color touch screen and it can be easily 
installed free updates. 
Mul�ple language op�on is available. 



 Burs�ng Strength Tester 
 

 
Feature: 
Specimen Sizes: up to 100 cm² 
Maximum bursting pressure: 1000kPa 
Linear rate of pressure increase 
Distension measurement: up to 70 mm with an accuracy of ±0.5% 
Automatic diaphragm correction facility 
Tool-free change of dome assemblies and diaphragms 
Multi-lingual, menu driven software option 
Must have option for Comprehensive Statistical Analysis 
At least 10 editable preset standard 
Must be fully Pneumati 

 
 
 
 
 

 

Specification: 
Resolution 0.3kPa 0.04PSI .003bar 0.3 kN/m2 
Pressure Rise/second 1-100 kPa .01 to 1 kg/cm2 
Safety Interlocked Safety Guard 
Maximum Distension 20mm 
Distension resolution 0.02mm 
Power Supply Universal Main Input: single phase 85-264V AC 50-60 Hz 40Watts 
 
 
Accessories: 
1 x Mains Lead , 1 x Footswitch , 
1 x Flexible Blue Nylon Pipe (2m) 
1 x Pneumatic Adaptor for US, 1 x Operator's Guide 
1 x 7.3 cm2 Dome Assembly , 1 x 50 cm2 Dome Assembly 
1 x Packs of 10 Diaphragms 
 
 

 
 
PROWHITE® 
TESTING EQUIPMENT 

 

 

 

PRO-SER Lab. Malzemeleri ve Otomasyon San. Tic. Ltd. Ş�. 
İkitelli Organize Sanayi Bölgesi Giyim Sanatkarları Sanayi Sitesi 
2.Ada B Blok Kat:5 No:511 Başakşehir /İstanbul/Türkiye 
Tel : 0090 212 671 02 58 
Fax : 0090 212 671 02 59 
info@pro-ser.com info@prowhite.eu 
www.pro-ser.com www.prowhite.eu 


